


รุน

ความกวางเครื่องพิมพ
SKU Code

เทคโนโลยีการพิมพ
เทคโนโลยี 1
เทคโนโลยี 2
หัวพิมพ
การเรียงหัวฉีด
ความละเอียดสูงสุด
Print Speed*

Production (2 pass)

Production (7 pass)

Production (12 pass)

Ink System

Ink Type

Colours

Ink Capacity

Ink Case

Paper Handling

Paper Path

Maximum Roll Diameter / Weight

Paper Width (Roll)

Paper Thickness

Control Panel

Connectivity

Printer Interfaces

Printer Languages

Memory

Power and Operating Requirements

Power Requirements

Rated Current

Power Consumptions

Temperature

Humidity

Utility Software

Utility Software (Bundled in CD)

Utility Software (Web delivery)

Printer Dimensions

Storage Dimensions (W x H x D)

Printing Dimensions (W x H x D)

Weight

What's In The Box

Options

Consumables

Warranty

SC-F530

C11CJ17402

24”

PrecisionCore Inkjet Technology

Variable-Sized Droplet Technology

PrecisionCore TFP Printhead

3200 nozzles (800 nozzles x 4 channels x 1 head)

2400 x 1200 dpi

For Fabric : Up to 62sec / 21m² (600 x 1200dpi)

For Fabric & Rigid : Up to 208sec / 7.5m² (1200 x 1200dpi)

For Fabric & Rigid : Up to 350sec / 4.5m² (2400 x 1200dpi)

Epson Genuine Dye-Sublimation Ink

Cyan, Magenta, Yellow, Black

140ml

Ink Bottle

Friction Feed

Max. 110mm/3kg

Roll Paper: 210 mm to 610 mm

Cutsheet: 210mm to 610 mm

ASF: A4 to A3

Roll Paper: 0.05mm~0.21mm

Cutsheet: 0.12mm~0.27mm

ASF: 0.12mm~0.27mm

4.3 inch Touch Screen

Super-Speed USB, 100BASE-TX /1000BASE-T

ESC/P Raster, HP-GL/2HP RTL

1GB

AC 100 to 240V 50/60Hz

1.4A

Operating: Approx. 22W

Ready: Approx. 8W

Sleep: Approx. 1.6W

Power Off (Stand by): Approx. 0.2W

Operating: 10°C to 35°C, Storage: -20°C to 40°C

Operating: 20 - 80% (no condensation), Storage: 5 - 85% (no condensation)

Windows: Install Navi - Printer Driver - EpsonNet Setup - EpsonNet Print - EpsonNet Config SE - Epson Software Updater 

- EPSON Manuals - Manual Launcher

Mac: Setup Navi

Windows only: DVD (Epson Edge Print Bundle SKU only), Epson Communication Driver 

Windows: Install Navi, Web Installer, Firmware Updater, Epson Net Setup Manager, Epson Device Admin, 

LFP Accounting Tool

Mac: Web Installer, Install Navi, Printer Driver, EpsonNet Config, Epson Software Updater, Uninstaller, EPSON Manuals. 

Firmware Updater

970mm x 245mm x 577mm

970mm x 245mm x 811mm

29kg

Printer, Initial Ink, AC Power Cable, Setup Guide, Software CD-ROM, Maintenance Box (x2)

Optional Stand - 24", Roll Feed Spindle - 24"

Ink, Replacement Printer Cutter Blade, Replacement Ink Maintenance Tank

2 Years

SC-F531

 C11CJ58402

Cyan, Fluorescent Pink, Fluorescent Yellow, Black

Super-Speed USB, 100BASE-TX /1000BASE-T


